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V o i c e  
Process ing 
S y s t e m

The human voice is still the best way to communicate. And with the KX-TVM50 
and KX-TVM200, Panasonic introduces two feature-packed voice processing 
systems (VPS) designed for efficient communication. 
The KX-TVM50 and KX-TVM200 each offer automated attendant, automatic 
call routing, and message notification, and each can be customized to your 
needs. 
Other new features include e-mail notification when a caller leaves a message, 
and the capability to attach voice messages to e-mail messages, easier 
operation using the LCD on Proprietary Telephones (PT). Each model also 
comes with graphical-based software that makes it easy to create a Custom 
Service menu using a PC.
With the KX-TVM50 and KX-TVM200, Panasonic delivers new levels of 
communication ease and efficiency that can help any business be more 
productive.
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* With a SLT interface, the VPS is connected to other PBXs.

Number of Ports   

Connectable PBX

Extension Numbering

Pause

Message Waiting Lamp

Voice Storage

Number of Mailboxes (including System Manager and 

Message Manager mailboxes)

Number of Messages

Personal Greeting Messages

Message Retention Time

Maximum Message Length

Activity Reporting

Connections

  Telephone Line:

  

   Data Port:

Power Source

DC Input

Dimensions

Weight

Memory Media

Remote Modem

KX-TVM50 

2 to 6

Panasonic KX series PBX*  

Programmable DTMF sequence. 

Data line of APT/DPT interface

Initial : 4h  Max.:8h

Max. 64 

Modular connectors

(2-conductor wire; 4-conductor in the case of DPT/APT integration)

100V AC to 240V AC, 0.25A, 50/60Hz

9V, 0.75A (6.75W)

249 x 316 x 74 mm

1.3 Kg

Flash Memory

2 to 5 digits (programmable)

100 to 9900msec (every 100 msec per unit)

    

Unlimited

1 to 360 sec (programmable)

1 to 30 days, or unlimited (programmable)

1 to 60 min. or unlimited (programmable)

Custom Service Report, E-mail Report, Call Account Report, Port Usage Report, HDD/Memory Usage Report, Mailbox Usage 

Report, Fax Call Report, Mailbox Information Report, Call Handling Statistic Report, Message Status Report, Subscriber Setup 

Report, Security Information Report, Hourly Statistics Report

USB Interface, LAN Interface

Modem Card (Max. 33 600 bps)

KX-TVM200

0 to 24

Panasonic KX series PBX

Data line of DPT interface

Max. 1000 h

Max. 1024 

Modular connectors

(4-conductor wire)

100V AC to 240V AC, 1.5A, 50/60Hz

40V, 1.38A (55.2W)

275 x 376 x 117 mm

2.9 Kg

 HDD

KX-TVM502

KX-TVM524

KX-TVM503

KX-TVM594

KX-TVM296

2 - Port Hybrid Expansion Card (2ch)

Memory Expansion Card (4h)

2 - Port Digital Interface Card (2ch)

LAN Interface Card

Modem Card

KX-TVM204

KX-TVM296

4 - Port Digital Expansion Card (4ch)

Modem Card

KX-TVM50 KX-TVM200

Network Diagram

KX-TVM50/200 Specifications

Optional Accessories


